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REQUISITION NO.: SACR-DE-GEN-PI-MRQ-5541-03



       



VENDOR’S PROPOSAL NO.:  1403/P15/9560
REQUISITION SUBJECT: Supply of SAMPLING SYSTEM






VENDOR’S PROPOSAL DATE: 1403/12/20
[image: image1.png]

	Item
	
	Vendor’s 1st Reply
	Purchaser’s 1st Reply
	Vendor’s 2nd Reply
	Conclusion
(to be filled by Purchaser)

	A
	General Items
	
	
	
	

	1
	Exception and deviation list should be filled by bidder for each material requisition based on submitted format in Attachment #2.
	Submitted
	Noted.
	
	

	2
	Clarification table (Attachment #3) of each material requisition should be completed/ confirmed and stamped for each material requisition separately.
	Confirmed
	Noted.
	
	

	3
	Following Documents should be confirmed and stamped by vendor:

- SACR-DE-GEN-PI-MRQ-5541-03

- SACR-DE-FLS-PI-DSH-5018

- SACR-DE-CDU-PI-DSH-5018

- SACR-DE-LPT-PI-DSH-5018

- SACR-DE-TNK-PI-DSH-5118

- SACR-DE-SWS-PI-DSH-5018

- SACR-DE-FGS-PI-DSH-5018
	Confirmed.
	Noted.
	
	

	4
	VENDOR is sole responsible to consider this clarification and modify his offer based on this TCL. All modifications considered on the next revision of offer based on this clarification should be clearly marked with revision and cloud marks. All consequences due to changes without cloud mark are in VENDOR’s responsibilities. Anyway, this clarification has priority over the offer.
	Confirmed
	Noted.
	
	

	5
	Vendor to confirm that scope of work and supply are in full compliance with Material Requisition (MR) and its attachments and relevant codes and standards mentioned on MR and specifications.

Vendor shall mention any deviation / alternative compared with requirements of MR and its attachments on the Bidder’s signed/ stamped Deviation Form* (Attachment #4 of MR) with sufficient technical reasons. Purchaser has no responsibility to discover any deviations entered in Vendor’s proposal.

Deviations which are not listed in the Deviation Form are not valid and in case of order no deviation or alternative would be acceptable except the ones specified on the mentioned form and finalized before order at clarification stage.
General Statement that “Other Parts not expressly specified in our quotation is not in our scope of work / supply will not be acceptable since any deviation with respect to MR should be clearly specified.

* Only Deviation lists with Bidder’s signature / Stamp would be acceptable.
	Confirmed
	Noted.
	
	

	6
	In case of order, VENDOR should provide his quality control plan (VQCP) based on requirements specified on MR and its attachments and also VENDOR’s experiences and send for approval. PURCHASER’s ITP and relevant specifications attached to MR is a minimum requirement and VENDOR should consider it as a base and provide comprehensive Quality Control Plan.
	Confirmed
	Noted.
	
	

	7
	All required certificates (Certificate of Origin, Material Certificate) must be submitted by bidder.
	Will be submitted after P.O
	Noted.
	
	

	8
	NDT method should be specified.
	RT 100% for butt weld joint-  for Fillet weld MT or PT 100%
	Noted.
	
	

	9
	Packing, marking and shipping preparation and preservation should be done according to approved procedure considering all requirements on MR and its attachments.
	Confirmed
	Noted.
	
	

	10
	Project specifications in attachment#3 should be confirmed by bidder as follow:

1- SACR-DE-GEN-PI-SPC-0004
2- SACR-DE-GEN-PI-SPC-0007
3- SACR-DE-GEN-PI-SPC-0014
4- SACR-DE-GEN-PI-SPC-0019
5- SACR-DE-GEN-PI-SPC-0029
6- SACR-DE-GEN-PC-PRC-0004
7- SACR-DE-GEN-PC-PRC-0013

8- SACR-DE-GEN-PC-PRC-0015

9- SACR-DE-GEN-PC-PRC-0018

10- SACR-DE-GEN-PC-PRC-0019

11- SACR-DE-GEN-PC-PRC-0021

12- SACR-DE-GEN-PC-PRC-0024

13- SACR-DE-GEN-PC-PRC-0025

14- SACR-DE-GEN-TI-SPC-0002

15- SACR-DE- GEN-PI-ITP-5507


	Documents No. 6, 7, 8, 9, 10, 11, 12, 13, and 15 have not been submitted.
	Please find them in attach files
	Document No.15 has not been provided. ITP will be finalized through PIM meeting.

	Please find 15-
SACR-DE- GEN-PI-ITP-5507 in attach file.
Pap replay: confirm
Noted.


	11
	Any conflicts among specifications and etc. in MR shall be informed clearly. Otherwise most stringent requirement will govern. Supplier to confirm compliance.
	Confirmed
	Noted.
	
	

	12
	Regarding Sub-VENDORs/ sub-suppliers, VENDOR shall note that Contractor/ PURCHASER have the right to reject sub-VENDORs/ sub-suppliers if his capability is judged poor or not proven.
	Confirmed
	Noted.
	
	

	13
	VENDOR shall confirm that Technical documentation, No. of copies and the submission time will be according to relevant attachment of Requisition (#1). In addition to PDF format, Auto-CAD files for all drawings shall also be submitted.
	Confirmed
	Noted.
	
	

	14
	Where "NACE" is specified, the materials shall fully comply with requirements of SACR-DE-GEN-PI-SPC-0029 and NACE MR0175/ISO 15156 respectively.


	Confirmed
	Noted.
	
	

	15
	As per attachment #1 of requisition, following documents shall be included in VENDOR’s proposal:

Deviation List

Experience List

Catalogue Information, Cuts, Item Weight, Etc.

Technical Clarification Record, if required

Sub-vendor list, if any

Inspection and Test Plan
	Confirmed
	Noted.
	
	

	16
	In case of order detail of vendor document handling will be finalized during kick of meeting.
	Confirmed
	Noted.
	
	

	17
	Vendor shall confirm that the same revision of the purchaser’s documents indicated in MR and this clarification letter, are in her hand. And, in case of any discrepancy informs purchaser urgently.
	Confirmed
	Noted.
	
	

	18
	Vendor shall note that Guarantee time to be a period of 12 months after successful start-up or 18 months after shipping whichever comes earlier.
	Confirmed
	Noted.
	
	

	19
	Third party authority will be done by Client's expense. All other necessary inspection and test shall be carried out by vendor. Please include the cost for inspection and tests in the base price.
	Confirmed
	Noted.
	
	

	B
	Specific Items

	1
	Detailed MTO for each Sampling Device should be added to technical offer.
	Confirmed
Preliminary MTO has been Issued.
	Noted.
	
	

	2
	All welds shall undergo radiographic examination in accordance with the reference codes and standards.
	RT 100% will be done Only on butt weld joints 
	Noted.
	
	

	3
	Hardness testing for Welds is also required in case of H2S service.
	Confirmed
	Noted.
	
	

	4
	Standard accessory and special tools for commissioning to be Vendor supplied.
	Confirmed (If any)
	      Noted.
	
	

	5
	Commissioning spare parts and consumables to be Vendor supplied.
	Not Applicable
	Noted.
	
	

	6
	Certified dimensional drawings required with proposal. Supplier to specify dimensions at bid stage.
	Will be submitted after P.O
	Preliminary Dimensional Drawings Should be Submitted.
	Detailed DWG Will be submitted after P.O
	Should be submitted at this stage Pap replay: confirm attached t.o
Noted.

	7
	Pressure cylinder shall be designed without welding.
	As shown in the attached drawing (Attachment 1), the sample bottle is fabricated from seamless caps, seamless pipe, and welded taps, which are connected using grooved and fillet welds. This method is commonly used and has been successfully implemented by vendor, even in applications involving higher pressure and temperature ratings. In addition, welding and NDT will be done according to approved WPS and NDT procedures. Joint efficiency : 0.6
	Not Accepted
	Vendor's explanation is provided in attachment.2 .
	Accepted, add related notes regarding NDT in technical offer

Pap replay: confirm attached t.o

Noted.

	8
	Material of components should be according to material of related piping class

in Piping Material specification. (SACR-DE-GEN-PI-SPC-0005).
	Document No. SACR-DE-GEN-PI-SPC-0005 has not been provided.
	Please find in attach file.
	This document Has Not been provided.
	Please find it in attach file.
Noted.

	9
	The Vendor shall specify the burst test pressure of the sampling bottle.
	Refer to Deviation List
	There is not any item in deviation List
	Normally, burst testing is not applicable for sample bottles under such conditions. However, the test will be conducted at a laboratory introduced by the Purchaser, in accordance with an approved procedure. Please provide the approved laboratory information and the corresponding testing procedure.
	Laboratory and related test procedure should be proposed by vendor.

Pap replay: There is no specific standard for testing condensate pot, and laboratories do not perform this test
Not accepted

	10
	Hydrotest should be done and alternative test is not accepted.
	Confirmed
	Noted.
	
	

	11
	Bolting must undergo surface treatment of "Cadmium plated-Bichromate treaded" type. Supplier to advise

appropriate material considering service and operating conditions. Selection of materials to be approved by Company.
	Confirmed
	Noted.
	
	

	12
	preliminary drawing of cabinet with layout of related equipment’s and accessories should be added
	Will be submitted after P.O
	Should be submitted at this stage
	Detailed DWG Will be submitted after P.O
	Should be submitted at this stage Pap replay: confirm attached t.o
Noted.

	13
	Project AVL should be followed.
	Confirmed
	Noted.
	
	

	14
	The following information shall be marked on the corrosion resistant name plate permanently attached to the body.
Tag no., Manufacturer's name, Flange rating, Materials, Type, Size.
	Confirmed
	Noted.
	
	

	15
	Painting Method should be specified
	In accordance to approved painting procedure by  Purchaser.
	Noted.
	
	

	16
	The Vendor shall specify the burst test pressure of the sampling bottle


	Refer to Deviation List
	There is not any item in deviation List
	Normally, burst testing is not applicable for these sample bottles under such conditions. However, the test will be conducted at a laboratory introduced by the Purchaser, in accordance with an approved procedure. Please provide the approved laboratory information and the corresponding testing procedure.
	Laboratory and related test procedure should be proposed by vendor.
Pap replay: Pap replay: There is no specific standard for testing condensate pot, and laboratories do not perform this test
Not Accepted

	C
	QC Items

	1
	Condition of PIM, shop visit and KOM should be specified clearly.
	Will be specified after P.O
	Should be submittd at this stage
	There is no obstacle to conducting these meetings whenever the purchaser attends.
	Noted.
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